
Home Theater Receiver 
and Preamp/Processor

7.1CH Surround-Sound Receiver

• 7 x 100 watts / channel

• Dual 32 bit processors

• Bluetooth capability with included  
 Dongle

• 6 x HDMI v1.4 ports inputs

• 2 x HDMI 1.4 outputs (one with ARC)

• Dolby® TrueHD, Dolby Digital Plus, 
 Dolby PLIIz, dts-HD™ Master Audio

• USB front panel connection

• 10 band parametric EQ

• Advanced bass management

• 24 Bit / 192kHz audio DACs

• Assignable 12-volt triggers

• Video Transcoding to HDMI

• Bi-directional RS-232 interface

• Rear panel IR control ports

• Second, third and fourth  
 zone capable

• Detachable AC cord

• 4U cabinet

• Finishes - Silver and black

• Dimension (W x H x D) 
 431 x 188 x 422mm 
 17 x 71/2 x 165/8 in

• Weight (net) 15.5kg / 34.17 lbs.

SUGGESTED RETAIL (ea) 

$2599

Available now

RSX 1562 RSP 1572
7.1 Home Theater Surround  
Processor/Preamplifier 

•  Dual 32 bit processors

•  Bluetooth capability with included  
 Dongle

• 6 x HDMI v1.4 ports inputs

• 2 x HDMI 1.4 outputs (one with ARC)

• Dolby® TrueHD, Dolby Digital Plus,  
 dts-HD™ Master Audio 

• USB front panel connection

• 10 band parametric EQ

• Advanced bass management

• 24 Bit / 192kHz audio DACs

• Assignable 12-volt triggers

• Video Transcoding to HDMI

• Bi-directional RS-232 interface

• Rear panel IR control ports

• Second, third and fourth zone capable

• Detachable AC cord

• 3U cabinet

• Finishes - Silver and black

• Dimensions (W x H x D)  
 431 x 144 x 335mm,  
 17 x 5 5/8 x 13 1/4 in

• Weight (net) 9.6kg / 22 lbs.

SUGGESTED RETAIL (ea) 

$2199

Available now

New Model

RSP 1582
7.1 Home Theater Surround  
Processor/Preamplifier 

• 6 Wolfson WM8740 24bit 192KHz HiFi DACs

• 4 Independent DACs for Front Left, Front  
 Right, Center and Subwoofer channels

• Analog BYPASS function for CD, Phono,  
 AUX inputs directly to output

• 10 channel PEQ

• 7 rear panel HDMI inputs capable  
 of 4K video pass-through

• 1 front panel HDMI input capable  
 of 4K video pass-through

• 2 HDMI 4K video outputs

• HDMI Bypass when in standby allowing the HDMI  
 from source to TV when RSP in standby mode

• OSD setup and status on front TFT

• PC-USB supporting 24bit 192KHz audio

• Front panel USB input supporting iOS devices  
 with 2.1A charging

• Phono stage input

• CD, Tuner and 4 AUX analog inputs

• Multi Channel Input

• XLR Balanced input

• 3 source independent trigger outputs

• Wired IR Remote Input

• RS232 interface for automation system control

• IP Network interface for automation system control

• 2 IR Output connectors for IR pass-through

• 4U cabinet

• Finishes - Silver and black

• Dimensions (W x H x D)  
 431 x 188 x 417mm, 17 x 7 2/5 x 16 2/5 in

• Weight (net) 12kg / 26.46 lbs.

SUGGESTED RETAIL (ea) 

$3499

Available May 2015


